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PLEASE NOTE. The proposed installation schemes will only give the indications necessary for the correct operation of
proposed devices. The building of a hydric plant according to the rules of the art is outside the scope of the present

document. It is a duty of the installer to realize an hydric plant according to the rules of the art.

Hot water production boiler for domestic use, water hardness < 25°F
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Legenda

Raw water

Water meter
Pressure reducer
Non return device
Discharge
Sampling points
By pass valves
Protection filter
Shut-off valves
Volumetric dosing pump
MaxiDos

Water outlet

Installation scheme for water treatment system for hot water production boiler with water hardness < 25 °F.
Protection realized with protection filter and dosage of anticorrosive antiscalant WATCH LIQUID SOFTENER® ,WLS".

Hot water production boiler for domestic use, water hardness > 25°F

Legenda
1) Raw water
2) Water meter
3) Pressure reducer
4) Non return device
5) Discharge
6) Sampling points
7) By pass valves
8) Protection filter
9) Hard water withdrawl|
10) Water softner
11) MaxiDos
12) Water outlet

Installation scheme for water treatment system for hot water production boiler with water hardness > 25 °F.
Protection realized with protection filter, water softening and dosage of anticorrosive antiscalant WATCH LIQUID

SOFTENER® , WLS".
10.0 TROUBLESHOOTING
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PROBLEM

CAUSE

ACTION

Green led steadily switched off

No power supply

Electronic board out of service

Check power supply
Ch’ange electronic board

Red led steadily switched on

No WATCH LIQUID SOFTENER®
,WLS" in the storage tank

Refill storage tank

Red led steadily switched on also
with full storage tank

Detective level sensor

Call servicing center

Red led switched off with empty
storage tank

Detective level sensor

Call servicing center

No consumption of WATCH LIQUID
SOFTENER® ,WLS"

No water flow in he water pipe
Blocked wheel in the water meter

Detective injection valve

Check for water flow
Call servicing center

Call for servicing center

Green LED doesn't flashes even if
there is water flow

Blocked wheel in the water meter

Call servicing center

The green LED flashes but there is no
consumption of WATCH LIQUID
SOFTENER® ,WLS"

Detective injection valve

Call servicing center
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11.0 DECLARATION OF CONFORMITY

DECLARATION OF CONFORMITY
ELECTRONIC VOLUMETRIC DOSING PUMPS
WATCHWATER GMBH
Mannheimerstr. 8 , 68766 Hockenheim
Internet: www.watchwater.de
declares that the products:
electronic volumetric dosing pumps, model MaxiDos

are built according to the following Standards and European Directives:

Decree of Health Ministry N° 443 del 21/12/1990
on the regulation appliances for domestic drinking water treatment

Standard UNI-EN 10306: 1993
chemical dosage system for drinking water treatment

Directive 2004/108/CE
on the approximation of the laws of the Member States relating to the electromagnetic
compatibility and abrogating Directive 89/336/EEC

Directive 2006/95/CE
on the approximation of the laws of the Member States relating to the electric material
intended to be used within some voltage limits

Directive 2002/95/CE
on the restriction of the usage of some dangerous substances in electric and electronic
appliances (RoHs)

Directive 2003/108/CE
Modifying Directive 2002/96/CE on waste of electric and electronic appliances (RAEE o WEEE)

Directive 2002/96/CE
On the waste of electric and electronic appliances (RAEE o WEEE)

WATCHWATER GmbH operates with a Quality System certified according to Standard UNI-EN
ISO 9001:2000, with certificate N°50 100 7368 drafted by TuVv
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12.0 DISASSEMBLING INSTRUCTION
(reserved to servicing centre)

4. Disconnect the pump from
the holding

1. Open the cover

5. Thread the injection tube as

2. Serewitup [ shown

3. Tilt the pump a about 30°
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