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CERTIFICATE OF NON-OBJECTION 

High performance filtration media 
Product Name INSTANT OXYDES® 
(Strong oxidant for disinfection and sanitization) 
Brief description

INSTANT OXYDES® 
is made in a crystallization process from Stabilized Hydrogen
Peroxide (SHP) in an agitated reaction vessel containing a mother liquor at a temperature 
from 15 to 30 °C with formation of INSTANT OXYDES® which precipitates out of the
solution. The precipitated INSTANT OXYDES®
powder is separated from the liquid and

recovered as product.

INSTANT OXYDES® 
contains a stabilized based in tri-sodium salts with an amount of 1%
of its own weight. INSTANT OXYDES® has the best oxidant and disinfectant qualities.
Availability

INSTANT OXYDES®
is available in 1 kg, 2 kg and 5 kg vacuum bags and 60 kg drums.

One 1 kg bag can make 20 kg of best quality scale and corrosion inhibitor including
13.5% hydrogen peroxide.
Description

INSTANT OXYDES®
is the best disinfectant which breaks down to oxygen, water and

carbonates and the decomposition happens without the formation of any residues or toxic 
contaminants unlike chlorine, chlorine dioxide and potassium permanganate.

INSTANT OXYDES® 
is an absolute white food grade biocide in odorless, crystalline
powder form which, when added to water dissolves easily and releases hydrogen
peroxide which is stabilized to work as very strong and powerful disinfectant. It has very
wide range of applications and uses. Since it's approved for any food applications, it is 
used in drinking water applications, Resin and Membrane cleaning applications,
disinfectant for all surfaces, barrels, pressure vessels, lines and pipes, tanks and
complete range of Food and Beverage equipments. It is the best Biocide and
Disinfectant for cooling towers and swimming pools.
Properties

Product Name: Katalox Light® 

 Katalox Light® is an advanced catalytic filter material used for filtering out dirt,

sediments, suspended solids (down to 3 micron) and to remove Iron, Manganese, 

Hydrogen sulfide, Arsenic, Fluoride, Zinc, Copper, Lead other Heavy metals and 

radionuclide like Uranium, Radium from drinking water, process water and irrigation water. 

We hereby certify that Katalox-Light® media doesn't contain any compounds, 

metals or heavy metals in its composition which are hazardous, toxic or carcinogenic.  

Katalox-Light® is  ANSI/NSF Standard 61 certified by WQA, USA to meet the 

requirements of non-hazardous material safety when coming in direct contact with 

drinking water applications. 

The water treated by Katalox-Light® is absolutely safe for human consumption, 

plants and aquatic life forms. 
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Greater TSS & TDS reduction 

 Reduces Turbidity < 3 micron

 Greater Surface Area

 Long lasting media (7 - 10 years)

 Not consumed in process

 Contains NO Crystalline Silica

  


