Quick Change Replaces Reverse Osmosis

Watch Water® High Capacity Series POU systems feature a Quick Change Multifunctional integrated system design, which is ideal for under counter house-hold residential use. POU under counter systems are the perfect solution for providing the safest water. Water for Drinking, Cooking and also for bathing. Rated Cartridge life is every 18 months or 10,000 gallons of water (for 100 ppb Arsenic).

### Micro Titan

- A High Performance
- Low-Cost, Easy to Use Titansorb Filter
- High Capacity Series
- Micro Titan Media

**My Titan Filter removes 99.9% of Arsenic, Cadmium, Chromium, Bacteria, Virus, Lead, Mercury, Molybdenum, Selenium, Heavy Metals and all Radioactive Elements.**

The First Adsorber Certified to NSF/ANSI standard for the removal of contaminants below EPA and WHO standards.

<table>
<thead>
<tr>
<th>Model</th>
<th>Size</th>
<th>Flow Rate (GPM)</th>
<th>Life Cycle</th>
</tr>
</thead>
<tbody>
<tr>
<td>MTF-TS6</td>
<td>22&quot;</td>
<td>2.5 (10litre/m)</td>
<td>18 month</td>
</tr>
<tr>
<td>MTF-TS10</td>
<td>26&quot;</td>
<td>2.5 (10litre/m)</td>
<td>18 month</td>
</tr>
</tbody>
</table>

10,000 gallons = 37854 liter

Watch Water®
Fährlechstraße 14
68165 Mannheim
Germany
Tel: +49 621 87951-0
Fax: +49 621 87951-99
Email: info@watchwater.de

www.watchwater.de